
Step 1: Connect and Login
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Connect Included Power Supply
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OUT

Connect IR Sensor 
to “IR OUT”

Connect to 
“RF OUT”

Connect 
to TV

“PWR” LED 
indicates that 
power is properly 
connected

TO CONSOLE WITH PC:

Connect the NMS port to your PC using an ethernet cable

Open web browser and go to http://192.168.0.188

Login/Password: admin/admin

Solid “STATUS” 
LED indicates 
that input is 
properly 
connected. 
Blinking means 
not connected.

If using the IR Return option, set 
the 9V Switch to “ON”. Blue LED 
will indicate proper connection

Red LED on 
sensor also 
indicates 
proper 
conection
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Step 2: Modulation Parameters

Select “Modulate” 
from the main menu

Select J.83B for CABLE or ATSC for AIR

Click “Apply” to 
save changes

Select desired 
RF Frequency
(See Chart)

Set desired 
Major/Minor 
Channel 
Numbers 

Scan for more:

Status light 
must be BLUE

IMPORTANT:
Re-scanning the TV to find new changes may be required. If 

you change the modulation standard from J.83B to ATSC, you 

will need to scan the TV for AIR channels.
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CATV QAM Channel Center Frequency - 54 MHz to 860 MHz (J.83B) 
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