
Step 1: CONNECTIONS
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Connect the 
power cable

ON/OFF
Power Switch

TOP ROW:
RF INPUTS

1-16

BOTTOM ROW:
LOOP OUTPUTS

1-16

Using Loop Jumper Cables:

The unit is supplied with a set of 15 
Loop Jumper Cables.

Connect the RF LOOP OUT of the 
previous channel to the RF IN of 

the next channel.

NMS Port

GE1 GE2

RF LOOP 1 → RF IN 2
RF LOOP 2 → RF IN 3
RF LOOP 3 → RF IN 4
RF LOOP 4 → RF IN 5
RF LOOP 5 → RF IN 6
RF LOOP 6 → RF IN 7
RF LOOP 7 → RF IN 8
RF LOOP 8 → RF IN 9

RF LOOP   9 → RF IN 10
RF LOOP 10 → RF IN 11
RF LOOP 11 → RF IN 12
RF LOOP 12 → RF IN 13
RF LOOP 13 → RF IN 14
RF LOOP 14 → RF IN 15
RF LOOP 15 → RF IN 16

POWER LED USB

RESET

ASI IN 2

ASI IN 1

RF SIGNAL IN

RF SIGNAL OUT
IMPORTANT:

A small amount of signal loss will occur with each 
consecutive loop used. A splitter may be used to create 

separate loops in order to reduce this signal loss.

16CH QAM Gateways
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Step 2: CONNECT TO PC

NMS Port

Connect the NMS port to your PC using an ethernet cable
Open web browser and go to http://192.168.0.136
Login/Password: admin/admin

SELECT “TUNER INPUT” FROM THE MAIN MENU

CLICK “EDIT”

ENTER THE DESIRED 
FREQUENCY FOR THE 

APPROPRIATE CHANNEL
(SEE QAM FREQUENCY CHART)

CLICK “SET” TO SAVE

You should now see signal quality/strength information, the link light will go 
green, and show your bitrate. Repeat these steps as needed for the rest of the 

channels.

Step 3: CONFIGURE INPUTS

SELECT DEMODULATION TYPE



Step 4: PROGRAM SELECTION

CLICK “SPTS SELECT” 
FROM THE MAIN MENU

SELECT A CHANNEL AND 
CLICK “PARSE PROGRAM”

IMPORTANT:
CONFIRM

THAT
CHANNELS

ARE
SHOWING
BITRATE

INFO 

CHECK THE BOX TO SELECT 
THE PROGRAM

CLICK “ ” BUTTON

REPEAT THESE STEPS AS NEEDED FOR THE REST OF THE CHANNELS

CLICK “+” TO EXPAND
DETECTED PROGRAMS

PROGRAM WILL SHOW
UNDER OUTPUT



Step 5: STREAMING

CONTINUE FROM “SPTS SELECT” SCREEN

CLICK THE PROGRAM NAME

ACCESS THE STREAM USING THE APPROPRIATE IP ADDRESS & PORT NUMBER:  
FOR EXAMPLE: udp://@224.2.2.2:3008

DEFAULT 
STREAMING IP: 

224.2.2.2

DEFAULT PORTS:
CH# GE1 GE2
1 3000 3002 
2 3004 3006
3 3008 3010
4 3012 3014 
5 3016 3018
6 3020 3022
7 3024 3026
8 3028 3030
9 3032 3034
10 3036 3038
11 3040 3042
12 3044 3046
13 3048 3050
14 3052 3054
15 3056 3058
16 3060 3062

A POPUP WINDOW WILL SHOW THE IP 
STREAMING INFORMATION FOR THAT PROGRAM

GE1 GE2
USING AN ETHERNET CABLE, CONNECT YOUR 

STREAMING DEVICE(S) TO PORT GE1 AND/OR GE2



1. Click “Save | Restore” 
from the main menu

2. Press “Save config” button

Step 7: SAVE CONFIGURATION

3). Confirmation message will appear 
briefly until saving is complete.

Scan for more info:

Step 6: SPTS Work Mode

1. Click “Firmware” 
from the main menu 2). Select “SPTS”

3). Click “Apply”

NOTE: The unit can operate in two different modes: SPTS, where each TS program has its 
own multicast IP address, or MPTS, where all programs from each tuner share one MPTS 

(multi-program transport stream) IP address, and all available programs are muxed on this 
single IP address. In most cases, SPTS is the mode commonly used.

After update, you must reboot device manually.
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