
 

 

 

F-M#SDI   
HD-SDI OVER SINGLE FIBER KITS 

Current Models & Options 

 
Multiple HDSDI Links with Audio, Serial, & Digital I/O  
Currently available models for the Thor Mini SDI Fiber Link Product Series 
 

 
 

F-M1SDI: 1 CH SDI + RS-485 
 

● ONE FULL RATE HD-SDI SIGNAL  
● SERIAL DATA RS-485 RETURN PATH  
● COMPACT FORM FACTOR, EASY TO MOUNT 
● LOCKING FIBER AND COAX CONNECTORS 
● LOW POWER CONSUMPTION < 3W 

 

F-M2SDI: 2 CH SDI + AUX 
 

● TWO FULL RATE HD-SDI SIGNALS  
● SERIAL DATA RS-485 RETURN PATH  
● AUX OPTION PORT FOR OTHER SIGNALS 
● LOCKING FIBER AND COAX CONNECTORS 

 

 
 

F-M4SDI: 4 CH SDI + AUX 
 

● FOUR FULL RATE HD-SDI SIGNALS  
● SERIAL DATA RS-485 RETURN PATH  
● AUX OPTION PORT FOR OTHER SIGNALS 
● LOCKING FIBER AND COAX CONNECTORS 
● VERY COMPACT FOR A 4 CHANNEL UNIT 

 

F-M8SDI: 8 CH SDI + DUAL AUX 
 

● EIGHT FULL RATE HD-SDI SIGNALS  
● SERIAL DATA RS-485 RETURN PATH  
● DUAL AUX OPTION PORT FOR OTHER SIGNALS 
● LOCKING FIBER AND COAX CONNECTORS 
● EXTREMELY LOW COST PER CHANNEL SYSTEM 

 

 

Copyright 2014      Thor Broadcast 1-800-521-8467 (Phone) Sales@ThorFiber.com  


